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1BRACHE IN FUNE CON CAPOCORDA A TESTA FUSA / WIRE ROPE SLINGS WITH SPELTER SOCKETS

Ø Fune                            
Rope

Carico di rottura minimo                                                                  
Minimun breaking load 

Carico di rottura minimo                                                                  
Minimun breaking load 

     daN      daN mm mm mm mm mm mm mm

DW (6X36 ), 1960 N/mmq DK (6X36 ), 2160 N/mmq Ø P F G A F G C

10 6.980 7.690 20,60 11,2 20,6 122 44 24,0 52
12 10.100 11.700 25,40 12,7 25,6 142 53 30,0 59
14 13.700 15.900 30,00 14,5 32,0 171 67 36,0 65
16 17.900 20.200 30,00 14,5 32,0 171 67 36,0 65
18 22.600 26.460 35,00 16,5 38,0 205 77 42,0 78
20 27.900 32.790 41,00 20,5 45,0 238 92 50,0 90
22 33.800 37.200 41,00 20,5 45,0 238 92 50,0 90
24 40.400 44.060 51,00 22,5 51,0 273 101 57,0 103
26 47.200 52.000 51,00 22,5 51,0 273 101 57,0 103
28 54.800 58.000 57,00 25,0 57,0 306 114 65,0 116
30 61.500 72.800 57,00 25,0 57,0 306 114 65,0 116
32 71.500 81.200 63,00 28,0 63,0 338 127 71,0 130
34 80.200 89.700 63,00 28,0 63,0 338 127 71,0 130
36 90.500 100.580 63,00 30,0 63,0 338 127 71,0 130
38 100.800 111.800 70,00 30,0 76,0 394 140 80,0 155
40 111.700 124.100 76,00 33,5 76,0 415 148 84,0 171

Capocorda testa fusa aperto
Open spelter socket

Capocorda testa fusa chiuso
Closed spelter socket

BRACHE IN FUNE CON CAPOCORDA A TESTA FUSA
Wire rope slings with spelter sockets

mm
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